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NOTE:
PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY,
PHASES ASSQOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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A. Install 5 Ft. steasl padestal pole on break away base with APS pedestrian A \® ’
pushbutton. and pedestrian edusation sign {Note: one 2 in. PYC conduit bend). @ __50 © fo
B. Instal! 2 in. polyvinyl chloride [Schedule 80] electrical condult - trenched. = I Fairmount
C. Install 6 f+. x 30 ft. quadrupole type vehicle loop detector (3-6-3 furns). . Avenus
D. Instal! 1 in. {iquid tight flexible conduit for loop detector lead-in. 0 NOTES ‘
E. Remove existing pedestrian signal head, pushbutton and pushbutton sign. install = 1. Loop detectors and conduit shaif be installed prior to the installation of pavement markings. 8. Pushbuttons are to be located so that a padestrian in a wheelchair located on the
countdown signal heads as shown. z 2. The confractor shall verify all proposed pole logations prior to installaiion. level landing area. does not have to reach more than 18,
F. Use existing handhole. 3. Pavement markings detailed are proposed and are fo be installed by the Confractor in 9. If the location of the pedestrian signal pushbutton must be changed. The Contractor
G. Use existing conduit. accordance with MD-SHA standards. All other pavement markings are +o be considered as shall notify the project engineer to obtain approval for the new location to ensure
Hse-extstihg-eabinet existing. MUTCD sec. 4E.09 & Fig 4E-2 and the NCHRP ‘publicaﬁon- “Accessible Pedestrian
J. Use existing span wire. . 4. Geometrics shali bs confirmed prior to the instaliafion of signal equipment. All Signals: Guide to Best Practice”. If not nbf. the contraetor is 1o stop work on
K. Use existing steel strain pole, install countdown signal head, APS pedestrian I - trasfic signal fourdations shall be instdlled ¢t firdl sidewdlk o curb grade for pustisuttor location until a design Waiver -is obtairieds drid dpproved by the directors
pushbufton. and pedestrian education sign as shown. » closed ssetionss highest roadway profile grade for open sections. to meet clearances Office of Traffic and Safety.
L. Cap and abandon existing conduit. 3 as specified in MD 816,03, MD 818.01., MD 818.02, MD B18.04. The contractor shatl 10. The 10 f+. separation between pushbutfons .is to be measwred firom face of pushbutfon
M. Abandon existing vehicle loop detection. verify ultimate grodes prior to the installafion of all signal equipment. to fage of pushbutton., not center fo center of poie.
N. Install 12 in. wide pavement marking - white for crosswc-llk. ] 5. All underground and overhead utilities shown on these plans are schematic and are nof 11. The Contractor shall be responsible for delivering APS equipment for programing to
0. Install 24 in. wide povenent marking - white for s1op [ine. to be considered complete. The Contractor shall be Fesponsible for notifying all utiiity MD-SHA Signal Shop.
P. Remove existing pavement marking by grinding. o | companies prior o construction so that all utilities may be located in the fleld. If the 12. All unused cable shalt be removed.
0. Remove existing pedssirian signal fieads pushibutton and pushbutton sign. install X. Use existing handhole adjust new grade. pull back existing Contractor percaives that a conflict between the utilities and the traffic signal equipment
countdown signal head as shown. ¢ conductor aluminum shielded cable. rerun through proposed = will occur. the Contractor shall notify the appropriate Project Engineer immediately.
- . + H H H H . ] " . . - - - .
R. Use existing handhole, -spHice-rew—tosp-wire—to-oxie+ing-2-condueter—atufinum conduit -and handhole: splice to proposed [oop wire. 5 6. Location of Pedestrian Signal Pushbutfon must meet location requirements of MUTCD Sec.
shietded-cablor [2]Y. Use existing handhole. pul| back all existing cable rerun 4E.09 & Fig. 4E-2 ond the NCHRP publication, “Accessibie Pedestrian Signals: Guide to ;
S. Remove/Replace existing pote mounfed cabinet. Repiace with a new NEMA 5 pole through proposed conduit and handhole back fo cabinet/ , Best Practice”. STATE OF MARYLAND
mounted cabinet with video detection equipment two (2} 4 channel rack mounted control ler. \ 7. Pushbuttons are +o be located so that they can be activated by a person in a wheelchair DSE_PAAETMENT OF Mﬁ%%RRLATION
amp!ifier, APS central control unit., and existing controller. [2]Z. Install pushbutton pedestrian pole per MD Standard No. 801.01-D1. “ \ from a 60 in. X 60 in. level landing aree. A level landing arec is an area with a ¢ross WGHWAY TION
T. Use ex:shng.; stesl strain pole. install video detection camera and bracket for Ir.qsmll audible pedestrian pushbl:q‘rJron and pedestrian instructional e — slope of less than or equal to 2%. . OCF)HEEG?IEEETRH[QFI\IGH% EzlgﬁFgng[ON
pole mounting. sign. (Ses sheet 2 of 2 for details.) .
U. Instal | handhole. ' 0] olectrieat conduts - slosiod T t Cent MD 146 (Dulaney Valley Road) @ Dulaney Plaza
V. Install 4-:n.. polyvinyl chioride [Scheduie 80] slectrical condui slotted. ' o oOWwWsoniown enter and Towson Town Center North Entrance
¥. Remove existing handhole. Red-Line Revision Nor'l'h Er“'runce !
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